MAXIMUM SEWER PIPE 10”9

8” REMOVABLE PLUG

FRAME & COVER X
4” ADJUSTING RING

6" RISER RING

v /\\/ T 45" DA CAST IN PLACE CONCRETE
QOOQ( N SLAB. 6 INCH MINIMUM AROUND RISERS

O
2
3
U=
.
0
3is
80@
| ﬁ/@O
STANDARD DETAIL
SANITARY SEWER MAIN
CLEANOUT

6" COMPACTED SUBGRADE
@ 95% DENSITY

6” MIN. C.S.B.C. @ 95% DENSITY

45" BEND

ty of

I

\A/enatchee

C

01/01/2022 | AJS ‘

PLUG SHALL BE SEALED IN SAME MANNER AS MAIN SEWER JOINTS §
2 z
2
(<2 4
/ == % P 2
| PLUG SHALL BE SEALED IN SAME =)
WYE OR 45 BEND | MANNER AS MAIN SEWER JOINTS NOTES: >0 2o
— = o & =
: 1. CONSTRUCTION PER WSDOT STANDARD SPECIFICATIONS. %g 8 §§ "
= bttty S EE R
R N a [} a e
2. PAVEMENT REPAIR TO BE MADE WITHIN 24 HOURS OF ol=nly
TRENCH BACKFILL OR AS AUTHORIZED BY CITY ENGINEER. =
z 3 P oE
o
SURVEY ELEVATION AND LOCATION 3. PERMIT REQUIRED ON ALL PROJECTS, NOT CONTRACT § § . ggg
END OF PIPE FOR AS—BUILT ADMINISTERED BY CITY ENGINEERING DEPARTMENT. v < @ %gé
<z o =2z
4 |2 z |2 =5
MAIN LINE CLEANOUT L g5
B |8°|= Ll
N.T.S. DETAIL NO.
S-160
PAGE

10F1 |



AutoCAD SHX Text
S-160

AutoCAD SHX Text
AS SHOWN

AutoCAD SHX Text
DMN

AutoCAD SHX Text
 DMN

AutoCAD SHX Text
 RDH

AutoCAD SHX Text
 3/23/2015

AutoCAD SHX Text
3/23/2015

AutoCAD SHX Text
N.A.

AutoCAD SHX Text
 01/01/2022

AutoCAD SHX Text
 AJS

AutoCAD SHX Text
7-05 MANHOLES

AutoCAD SHX Text
7-17 SANITARY SEWER

AutoCAD SHX Text
8"DIA

AutoCAD SHX Text
45° BEND

AutoCAD SHX Text
PLUG SHALL BE SEALED IN SAME MANNER AS MAIN SEWER JOINTS

AutoCAD SHX Text
WYE OR 45° BEND

AutoCAD SHX Text
FRAME & COVER

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
8"DIA

AutoCAD SHX Text
48" DIA. CAST IN PLACE CONCRETE SLAB. 6 INCH MINIMUM AROUND RISERS

AutoCAD SHX Text
SURVEY ELEVATION AND LOCATION  END OF PIPE FOR AS-BUILT

AutoCAD SHX Text
PLUG SHALL BE SEALED IN SAME MANNER AS MAIN SEWER JOINTS

AutoCAD SHX Text
6" COMPACTED SUBGRADE @ 95% DENSITY

AutoCAD SHX Text
4" ADJUSTING RING

AutoCAD SHX Text
8" REMOVABLE PLUG

AutoCAD SHX Text
CONCRETE: AIR ENTRAINED CLASS 3000 MAXIMUM SEWER PIPE 10" 

AutoCAD SHX Text
6" MIN. C.S.B.C. @ 95% DENSITY

AutoCAD SHX Text
1.

AutoCAD SHX Text
CONSTRUCTION PER WSDOT STANDARD SPECIFICATIONS.

AutoCAD SHX Text
2.

AutoCAD SHX Text
PAVEMENT REPAIR TO BE MADE WITHIN 24 HOURS OF TRENCH BACKFILL OR AS AUTHORIZED BY CITY ENGINEER.

AutoCAD SHX Text
3.

AutoCAD SHX Text
PERMIT REQUIRED ON ALL PROJECTS, NOT CONTRACT ADMINISTERED BY CITY ENGINEERING DEPARTMENT.

AutoCAD SHX Text
6" RISER RING


	Sheets and Views
	6 S-160


